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(2) Other physical and chemical char-
acteristics of the injection and con-
fining zones; and 

(3) Physical and chemical character-
istics of the formation fluids in the in-
jection zone. 

(e) Upon completion, but prior to op-
eration, the owner or operator shall 
conduct the following tests to verify 
hydrogeologic characteristics of the in-
jection zone: 

(1) A pump test; or 
(2) Injectivity tests. 
(f) The Director shall have the oppor-

tunity to witness all logging and test-
ing by this subpart. The owner or oper-
ator shall submit a schedule of such ac-
tivities to the Director 30 days prior to 
conducting the first test. 

§ 146.67 Operating requirements. 

(a) Except during stimulation, the 
owner or operator shall assure that in-
jection pressure at the wellhead does 
not exceed a maximum which shall be 
calculated so as to assure that the 
pressure in the injection zone during 
injection does not initiate new frac-
tures or propagate existing fractures in 
the injection zone. The owner or oper-
ator shall assure that the injection 
pressure does not initiate fractures or 
propagate existing fractures in the con-
fining zone, nor cause the movement of 
injection or formation fluids into a 
USDW. 

(b) Injection between the outermost 
casing protecting USDWs and the well 
bore is prohibited. 

(c) The owner or operator shall main-
tain an annulus pressure that exceeds 
the operating injection pressure, unless 
the Director determines that such a re-
quirement might harm the integrity of 
the well. The fluid in the annulus shall 
be noncorrosive, or shall contain a cor-
rosion inhibitor. 

(d) The owner or operator shall main-
tain mechanical integrity of the injec-
tion well at all times. 

(e) Permit requirements for owners 
or operators of hazardous waste wells 
which inject wastes which have the po-
tential to react with the injection for-
mation to generate gases shall include: 

(1) Conditions limiting the tempera-
ture, pH or acidity of the injected 
waste; and 

(2) Procedures necessary to assure 
that pressure imbalances which might 
cause a backflow or blowout do not 
occur. 

(f) The owner or operator shall in-
stall and use continuous recording de-
vices to monitor: the injection pres-
sure; the flow rate, volume, and tem-
perature of injected fluids; and the 
pressure on the annulus between the 
tubing and the long string casing, and 
shall install and use: 

(1) Automatic alarm and automatic 
shut-off systems, designed to sound and 
shut-in the well when pressures and 
flow rates or other parameters ap-
proved by the Director exceed a range 
and/or gradient specified in the permit; 
or 

(2) Automatic alarms, designed to 
sound when the pressures and flow 
rates or other parameters approved by 
the Director exceed a rate and/or gra-
dient specified in the permit, in cases 
where the owner or operator certifies 
that a trained operator will be on-site 
at all times when the well is operating. 

(g) If an automatic alarm or shut-
down is triggered, the owner or oper-
ator shall immediately investigate and 
identify as expeditiously as possible 
the cause of the alarm or shutoff. If, 
upon such investigation, the well ap-
pears to be lacking mechanical integ-
rity, or if monitoring required under 
paragraph (f) of this section otherwise 
indicates that the well may be lacking 
mechanical integrity, the owner or op-
erator shall: 

(1) Cease injection of waste fluids un-
less authorized by the Director to con-
tinue or resume injection. 

(2) Take all necessary steps to deter-
mine the presence or absence of a leak; 
and 

(3) Notify the Director within 24 
hours after the alarm or shutdown. 

(h) If a loss of mechanical integrity is 
discovered pursuant to paragraph (g) of 
this section or during periodic mechan-
ical integrity testing, the owner or op-
erator shall: 

(1) Immediately cease injection of 
waste fluids; 

(2) Take all steps reasonably nec-
essary to determine whether there may 
have been a release of hazardous wastes 
or hazardous waste constituents into 
any unauthorized zone; 
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(3) Notify the Director within 24 
hours after loss of mechanical integ-
rity is discovered; 

(4) Notify the Director when injec-
tion can be expected to resume; and 

(5) Restore and demonstrate mechan-
ical integrity to the satisfaction of the 
Director prior to resuming injection of 
waste fluids. 

(i) Whenever the owner or operator 
obtains evidence that there may have 
been a release of injected wastes into 
an unauthorized zone: 

(1) The owner or operator shall im-
mediately case injection of waste 
fluids, and: 

(i) Notify the Director within 24 
hours of obtaining such evidence; 

(ii) Take all necessary steps to iden-
tify and characterize the extent of any 
release; 

(iii) Comply with any remediation 
plan specified by the Director; 

(iv) Implement any remediation plan 
approved by the Director; and 

(v) Where such release is into a 
USDW currently serving as a water 
supply, place a notice in a newspaper of 
general circulation. 

(2) The Director may allow the oper-
ator to resume injection prior to com-
pleting cleanup action if the owner or 
operator demonstrates that the injec-
tion operation will not endanger 
USDWs. 

(j) The owner or operator shall notify 
the Director and obtain his approval 
prior to conducting any well workover. 

§ 146.68 Testing and monitoring re-
quirements. 

Testing and monitoring requirements 
shall at a minimum include: 

(a) Monitoring of the injected wastes. 
(1) The owner or operator shall develop 
and follow an approved written waste 
analysis plan that describes the proce-
dures to be carried out to obtain a de-
tailed chemical and physical analysis 
of a representative sample of the 
waste, including the quality assurance 
procedures used. At a minimum, the 
plan shall specify: 

(i) The paramenters for which the 
waste will be analyzed and the ration-
ale for the selection of these param-
eters; 

(ii) The test methods that will be 
used to test for these parameters; and 

(iii) The sampling method that will 
be used to obtain a representative sam-
ple of the waste to be analyzed. 

(2) The owner or operator shall re-
peat the analysis of the injected wastes 
as described in the waste analysis plan 
at frequencies specified in the waste 
analysis plan and when process or oper-
ating changes occur that may signifi-
cantly alter the characteristics of the 
waste stream. 

(3) The owner or operator shall con-
duct continuous or periodic monitoring 
of selected parameters as required by 
the Director. 

(4) The owner or operator shall as-
sure that the plan remains accurate 
and the analyses remain representa-
tive. 

(b) Hydrogeologic compatibility de-
termination. The owner or operator 
shall submit information dem-
onstrating to the satisfaction of the 
Director that the waste stream and its 
anticipated reaction products will not 
alter the permeability, thickness or 
other relevant characteristics of the 
confining or injection zones such that 
they would no longer meet the require-
ments specified in § 146.62. 

(c) Compatibility of well materials. 
(1) The owner or operator shall dem-
onstrate that the waste stream will be 
compatible with the well materials 
with which the waste is expected to 
come into contact, and submit to the 
Director a description of the method-
ology used to make that determina-
tion. Compatibility for purposes of this 
requirement is established if contact 
with injected fluids will not cause the 
well materials to fail to satisfy any de-
sign requirement imposed under 
§ 146.65(b). 

(2) The Director shall require contin-
uous corrosion monitoring of the con-
struction materials used in the well for 
wells injecting corrosive waste, and 
may require such monitoring for other 
waste, by: 

(i) Placing coupons of the well con-
struction materials in contact with the 
waste stream; or 

(ii) Routing the waste stream 
through a loop constructed with the 
material used in the well; or 

(iii) Using an alternative method ap-
proved by the Director. 
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